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HydraJac A4 Subsea  

Applications 

Features  

Subsea HydraJacs by 
Technofast have been used 
to speed up bolt tensioning 
procedures. 

This is achieved by use of 
the unique patented Tri-Nut 
which passes over the thread 
major diameter until seated, 
it then closes up onto the 
thread.  This obviates the 
need for the time consuming 
process   of   screwing  a  
reaction nut down over the 
full    required     thread     
engagement. 

Because the nut is split into 
three sections, it is easily  
locked  home  by the cam 
arrangement inside the cap. 

This technology can reduce 
down time and maintenance 
problems   and  increase  
productivity.  

It is user friendly, fast and 
accurate . 

These tools are for purchase 
or hire and range in sizes to 
suit  5/8” to 3-1/2”.  

· 1” to 3.1/2” bolt diameter. 
· 30mm stroke capacity. 
· Unique cam lock design. 
· Tri nut locks into tool, even 

in upside down position. 
· Rent or buy. 
· Hi visibility coating. 
· Quick connect. 

Tri-Nut Speeds up Subsea Pipeline Tensioning 

Subsea HydraJacs are designed for working in sub surface conditions and are 
ideal for applications such as: 
 
· Oil  Pipe  Lines — intervention  lines  in between platforms, injection 

manifolds, re-injection manifolds. 
· Gas Pipe Lines. 
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HydraJac A4 Subsea  

Model #  
Max 
Size 

Thread  

Outside  
Diameter  

Height  
Stroke 

mm 

H.P.A. 

mm 2 

Max 
Force  

kN 

ST1-A4-004XP 1/4” 72 180.4 20 1764 189 
ST1-A4-M20X2.5 M20 72 180.4 20 1764 189 
ST1-A4-M22X2.5 M22 72 180.4 20 1764 189 

ST1-A4-014XP 7/8” 72 180.4 20 1764 189 
ST2-A4-M24X30 M24 82 195.4 20 2339 248 

ST2-A4-100XP 1” 82 195.4 20 2339 248 
ST2-A4-M27X30 M27 82 195.4 20 2339 248 
ST2-A4-102XP 1-1/8” 82 195.4 20 2339 248 

ST2-A4-M30X35 M30 82 195.4 20 2339 248 
ST3-A4-104XP 1-1/4” 96 195.4 20 3780 398 

ST3-A4-M33X35 M33 96 195.4 20 3780 398 
ST3-A4-106XP 1-3/8” 96 195.4 20 3780 398 

ST3-A4-M36X40 M36 96 195.4 20 3780 398 
ST4-A4-108XP 1-1/2” 118 202.4 20 5292 557 

ST4-A4-M39X40 M39 118 202.4 20 5292 557 
ST4-A4-M42X45 M42 118 202.4 20 5292 557 
ST4-A4-110XP 1-5/8” 118 202.4 20 5292 557 

ST5-A4-M45X45 M45 125 213.4 20 6552 678 
ST5-A4-112XP 1-3/4” 125 213.4 20 6552 678 

ST6-A4-M48X50 M48 135 219.4 20 7056 733 
ST6-A4-114XP 1-7/8” 135 219.4 20 7056 733 

ST6-A4-M52X50 M52 135 219.4 20 7056 733 

ST6-A4-200XP 2” 135 219.4 20 7056 733 
ST7-A4-M56X55 M56 160 226.4 20 10750 1113 
ST7-A4-204XP 2-1/4” 160 226.4 20 10750 1113 

ST8-A4-M60X55 M60 175 232.4 20 12861 1331 
ST8-A4-M64X60 M64 175 232.4 20 12861 1331 
ST8-A4-208XP 2-1/2” 175 232.4 20 12861 1331 

ST9-A4-M68X60 M68 190 239.4 20 15552 1604 
ST9-A4-M72X60 M72 190 239.4 20 15552 1604 
ST9-A4-212XP 2-3/4” 190 239.4 20 15552 1604 

ST10-A4-M76X60 M76 210 251.2 20 19404 2041 
ST10-A4-300XP 3” 210 251.2 20 19404 2041 

ST11-A4-M80X60 M80 240 290.2 20 25727 2796 
ST11-A4-M85X60 M85 240 290.2 20 25727 2796 
ST11-A4-304XP 3-1/4” 240 290.2 20 25727 2796 

ST11-A4-M90X60 M90 240 290.2 20 25727 2796 
ST11-A4-308XP 3-1/2” 240 290.2 20 25727 2796 

Subsea Specifications 

· Maximum force is generated at 1000 Bar. 
· The Subsea HydraJac is ordered as a complete tool, example: ST4-A4-M42X45 

is specified to suit M42 x 4.5 which includes the Tri-Nut. 


